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Pitch( Physical / Visual ) 6.35mm 

Pixel Density 192 x 144 = 27648 Pix / Tile 

  24800 Pix / Sq-Mtr 

LED Density 27648 LEDs / Tile 

1 Resolution 

  24800 Pix / Sq-Mtr 

Pixel Configuration 3-In-One (RGB  Chip-type) 

LED make Nichia, Japan 

* LED Life 100000 Hours 

  Brightness 2000 NIT ( Cd / Sq.Mtr ) 

Red LED Wavelength 615 - 635nm 

Green LED Wavelength 523 - 538nm 

Blue LED Wavelength 459 - 474nm 

X = 0.33 Y = 0.33 5600°K 

2 Pixel Information 

White Balance 
( Adjustable up to 9000°K ) 

 Horizontal Viewing Angle 115° 3 Viewing 
Vertical Viewing Angle 115° 

Input Voltage  100-240V AC, 50/60Hz 

Power Consumption-Max. 800 Watts / Tile 4 Power 

Typical Power Consumption-Average 265 Watts / Tile 

Clearance Required on back side of Tile  600 mm 
Depth 216 mm 

Area 1.11 Sq.Mtr 

Height 914 mm 
Width 1219 mm 

5 Tile Physical Dimensions 

Weight  52  Kgs 114.64 Lbs (approx.) 

Number of LED PCB Panels 16/ Tile 

Tile casing Rear Case Material Powder Coated Aluminum Alloy  

Module Access Rear Access 
6 Tile Engineering 

Louvers / Shades Replaceable 
Temperature Range  Operating 0 to 50°C 7 Environmental Conditions 

Humidity Operating 0 to 90% 

Data Processing 12 Bit 

Colors 68.7 Billion 8 Processing 

Refresh Rate 480 Hz 
�
3�����4�	���������
�5����������
�	���
��%�
33���6����������
���
���	���	����,78�
������������� ����������������%  


